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PLUMBING FIXTURE CONNECTION SCHEDULE AND COMPLIANCE

WATER SAN.
No.|DESCRIPTION [DRAIN COLD | HOT | (FU) MAX. FLOW RATE FIXTURE COMPLIANCE
» ” ANSI Z124.4, ASME A112.19.2, ASME A112.19.9M,
WC | WATER CLOSET 3 1/2” | N/A 3 1.28 PER FLUSHING. | ~oy B45.1, CSA B45.4 or OSA BA45.5.
] j ., ANS| 7124.3, ASME A112.19.1M, ASME A112.19.2M,
LAV | LAVATORY 1-1/4"1 1/2 1/2 1 1.5 AT 60 PSI. ASME A112.19.3M, ASME A112.19.4M, ASME A112.19.9M,
CSA B45.1, CSA B45.2, CSA B45.3 or CSA B45.4.
DW | DISHWASHER 1-1/2°| N/A | 1722 | 2 |80 Cal. Per CYCLE | ASSE 1006
or LESS
] j ., ANS| 7124.6, ASME A112.19.1M, ASME A112.19.2M,
SK [ SINK 1-1/2" 1/2" | 1/2 2 1.5 AT 60 PSI. ASME A112.19.3M, ASME A112.19.4M, ASME A112.19.9M,
CSA B45.1, CSA B45.2, CSA B45.3 or CSA B45.4.
SH | SHOWER 2" 1/2" | 1/2" 2 1.5 AT 80 PSI. ANSI| Z124.2, ASME A112.19.9M or CSA B45.5.
» » » WATER FACTOR OF 8 ASSE 1007
WM | WASHER MACHINE 3 1/2" | 1/2 2 a/cicle p/ft3or LOWER
BT |BATHTUB 1=1/2"| 12" | 172" | 2 | 4.0 AT 20 PSL. ASSE 1070
PLUMBING NOTE.

INTERIOR REMODELING & RENOVATION LEVEL 2
FLORIDA BUILDING CODE 2025 8th EDITION

SEALANT, WHEREVER

GENERAL CONTRACTOR TO SEAL ALL EXIST. GAPS
AT EXISTING PLUMBING PENETRATIONS IN CONC.
SLAB WITH 2—HOURS FIRE RATED CAULK OR

APPLICABLE.

424.5 BATHTUB AND WHIRLPOOL BATHTUB VALVES.

THE HOT WATER SUPPLIED TO BATHTUB AND/OR WHIRLPOOL
BATHTUBS SHALL BE LIMITED TO A MAXIMUM TEMPERATURE
OF 120" F (49° C) BY A WATER-TEMPERATURE LIMITING
DEVICE THAT CONFORMS TO ASSE 1070 OR CSA B125.3
EXCEPT WHERE SUCH PROTECTION IS OTHERWISE PROVIDED
BY A COMBINATION TUB/SHOWER VALVE IN ACCORDANCE
WITH SECTION 424.3

PLUMBING FIXTURES AND APPLIANCES SHALL
COMPLY TO WATER USE EFFICIENCY STANDARDS
MIAMI-DADE COUNTY, ORDINANCE B-14

TABLE INSET:

TABLE P2903.2a
MAXIMUM FLOW RATES AND CONSUMPTION FOR PLUMBING
FIXTURES, FIXTURE FITTINGS AND APPLIANCES

PIPING MATERIALS:

—DOMESTIC COLD AND HOT WATER SHALL BE
COOPER TUBING TYPE M UNDERGROUND AND
ABOVE GROUND WITH SOLDER JOINTS AND
WOG BRONZE VALVES, 125 PSI. MIN.

—PLUMBING FIXTURES SHALL COMPLY WITH
REFERENCES STANDARDS AS PER F.B.C.
PLUMBING, 2023 8th EDITION.

—SANITARY WASTE AND VENTS SHALL BE PVC
IN IPS DIAMETERS, INCLUDING SCHEDULE 40,
DR 22 (PS 200) & DR 24 (PS 140) WITH A
SOLID CELLULAR CORE OR COMPOSITE WALL,
AS PER FBC. PLUMBING, 2023, 8th. EDITION.
(ASTM D 2665, ASTM F 891, ASTM F 1488,
CSA B 181.2).

NOTES:

1.—MAXIMUM WATER CONSUMPTION ARE IN FULL
COMPLIANCE WITH MIAMI-DADE ARTICLE 1II,
SECTION 08-31.

N
|

SHOWER VALVE SHALL BE
BALANCED—PRESSURE—-THERMOSTATIC OR
COMBINATION, IN FULL COMPLIANCE WITH
FBC—Plb. 424.3 WITH LIMIT MAXIMUM SETTING
OF VALVES = 120" F (49" C).

USING "HIGH EFFICIENCY” PLUMBING FIXTURES).

PLUMBING FIXTURE

For Sl:

1 gallon = 3.785 L
1 gallon per minute
1 pound per square

= 3.785 L/min.

inch =

6.895 kPa.

(a) A handheld shower spray is a showerhead.

(b) Consumption tolerances shall be determined
from references standards.

(c) Water factor in gallons per cycle per cubic foot.

(Ord. No.08—14 & 1, 2—5-08; Ord. No.08—100 & 1, 9—2-08)

OR FIXTURE FITTING

PLUMBING FIXTURE OR FIXTURE FITTING
MAXIMUM FLOW RATE (b)

LAVATORY FAUCET

1.5 gpm at 60 psi

SHOWER HEAD (a)

1.5 gpm at 80 psi

SINK FAUCET

1.5 gpm at 60 psi

WATER CLOSET

1.28 gallons per flushing cycle.

DISHWASHER

(RESIDENTIAL)

NOTES:

/Water Sense Certified).

(c)

6.0 gallons per cycle or less (Energy Star

Water factor of 8

or lower (Energy Star

\ /
[\

BALCONY 4

BEDROOM 2

MASTER BEDROOM

TILE BONDING

AGENT (THIN-SET \

MNOBLESEAL BOND COAT

E.G. NOBLEBOND =XT
LATEX PORTLAND
CEMENT MORTAR)

NOBLESEAL TS FLASHED BEHIND
BACKER BOARD AND UP WALLS 3"
HIGHER THAN FLOOD PLANE OR
BONDED TO THE FRONT SIDE COF
BACKER BOARD TO THE HEIGHT
OF THE SHOWER HEAD

GmESOTTE.

-~ TN
i AN

NOTES:

1. WHEN NOBLESEAL TS I8 FLASHED BEHIND THE BACKER BOARD,
MECHANICAL FASTENERS CAN ONLY BE USED IN THE TOP 1" OF
THE FLASHED MEMBRANE.

2. NOBLESEAL TS SHOULD BE FLASHED OVER THE DAM AND FASTENED
ON THE OUTSIDE OF THE DAM. THERE SHOULD BE NO PENETRATIONS

ON THE INSIDE OCR TOP OF THE DAM.
3. PREFORMED DAM CORNERS ARE RECOMMENDED
4. NOBLE CURB COULD BE USED

N
% / ~
~— \
Shower Pan Cross Section ~N
- R e .§
- xn
\ s ~
AN
\ 7
/ 3
\ / THIN-BED \
| | \
TILE COLLAR IN LOW POSITION WEEP HOLES IN CLAMPING

RING MUST BE KEPT CLEAR

N SLOPED MORTAR
{1/4° PER FT.)

APPLY A BEAD OF

. NOBLESEALANT 150

BETWEEN NOBLESEAL
TS AND THE DRAIN BODY

WASHING MACHINE TWater 8 Certifiod). () /
1.—ANTI SCALD VALVE @ EACH SHOWER HEADS AND qrer sense Lertiied). e \ / 7
TUB ARE EXISTING AND REMAIN THE SAME. WHIRLPOOL/BATHTUB || 4.0 gpm at 20 psi | / P - > ~
2.-SLOPE ALL DRAIN PIPING 2" AND LESS @ 1/4" P/F B'AME%%EGD /AND REPLACED. - ;-;g‘_;mm fre / A \\ /
SLOPE, 3" & 4 © 1/4 OR 1/8 P/F SLOPE. AND REINSTALLED AFTER BUILD /8 3.2mm Latex mod. ) /
COREEANIE A0 PO e -
0.8mm NobleSeal TS
BALCONY 3 PIPES. EXIST. SHOWER WILL BE 1164 oAmm  Nobeseatant 150 — SIS ROIRRGILLLTTTTIRD . =
MARBLE FLOOR FINISH REBUILD AT SAME LOCATION, 1125° 10mm  NobleFlexDrain 7 o LALLIREINLKLRELELL
INCLUDING NEW SHOWER PAN Hobier DRI S 20 420036
SOUNDPROOFING AND NEW WATER VALVES. _— s B "-'-"-
| ) K - NebleSealant 150
TREMSTOP. SILICONE 7] T T ) 7 [ T 7] - —_— TGN, Lo D NP
, (FIRE SILL) UL263 — ~ | ;
s i trripoownnniiiio _ - - J \" 3 o- -'
| | ] - B 57 i
~ | BATH2 > || B —F = ~ NONPLASTICIZED CHLORINATED POLYETHYLENE SHEET SHALL BE A MINI
= MUM 0.0
THE REQUIREMENTS OF ASTM D4068. THE LINER SHALL BE JOINED IN ACCORD:ﬁC?CWHﬂ'S DTHzE MM&)NJ’;A%%J;?RQ ST
I = /! | SHOWER PAN DETAIL
—_— 1N TI ———
] 2 SCALE: N.T.S.
| \/ ™~ W.I.C.
HALL \
d REMOVE EXISTING BIDET AND | | REMOVE EXISTING SHOWER AND
CAPPED SEWER LINE AS PER CAPPED SEWER LINE AS PER ~
DETAIL. (SEE EXIST/DEMO A—1). DETAIL. (SEE EXIST/DEMO A—1).
POWDER [ i EXISTING 4”8
REMOVED AND REPLACED [EIJ STACK UP&DW
EXISTING LAVATORY & TOILET POWDER — — VENT. LINE
1 AND REINSTALLED AFTER BUILD — "—I—El—ﬂ — N
PORCELAIN TILE FLOOR. REUSED / — |E — \\O o
REUSED SAME EXISTING WATER | = = | &
. — | ———————— 1 — O—— A oY~
o S | = — Ny~
B = MASTER BATH " " N
BALCONY 2 < = = — — I LASTEZ BATY it o, || esmege g0
I GREAT ROOM — [ o TOILET ENCLOSURE L‘ . STACK UP&DW -
= : ? EXISTING BIDET WILL BE REMOVED SEWER LINE | o»gi
HALL ELEVATORS = HALL NEW TOILET WILL BE REPLAGED AT KITCHEN SINK |
— SAME LOCATION AFTER FLOORING WATER LINES.
— AND USING SAME WATER AND SCALE: N.T.S.
= , ) MASTER BATH SEWER LINES.
P — || — LAVATORIES A
| — b EXISTING LAVATORIES WILL BE
L ELEVATOR |= — ' ] o REMOVED AND REPLACED AT
_ _I / LOBBY — — ? SAME LOCATION, USING SAME
= i B u @ \ WATER AND SEWER LINES AND
- =S _ = | — . SAME EXISTING VENT. LINES.
O — H | g NEW 1/2°8 CW = BATH 4 SHOWER
T s TN, WML e y
& FREEZER | . , )
| KEY BOX. ELEVATOR 7 — o / SHOWER WILL BE RELOCATED
| | AT JACUZZI PLACED WITH NEW
Nyl - = - NGNS O
i e == W /DISHWASHER
— PROVIDE 1/2"8 C.W. — :'\ | BATH 4 SEWER PIPE, COLD & HOT PIPES
—1 || FROM EXIST. ON CEILNG|| I [T ~_ REMOVED AND REPLACED FROM REMOVED JACUZZI. /
4 1\ — — N EXISTING LAVATORY & TOILET SCALE: N.T.S.
' <] | = = N\ AND REINSTALLED AFTER BUILD
v 1> T L e il B R
EXISTING 4°¢ VENT. UNE _|
PIPES. EXIST. SHOWER WILL BE
b FOR KITCHEN AND BATH 3. \ | 2 \ REBUILD AT SAME LOCATION,
o D. W TKITCHEN SINK WILL NS . ” < INCLUDING NEW SHOWER PAN
¥ H* N/ BE RELOCATE i 1/2 ¢ H.W‘ & 3/4 ¢ C‘W. XX < AND NEW WATER VALVES- Geor e Frel'o Erl’?quan;%‘;;%ESE;:::;&UsDoAAooonsD
BALCONY 1 BEDROOM 3 | 71 L | | EXISTING UNDER CEILING. 5 UTILITY DEN 9 ™
J |
BATH 3 | | SERVICE AREA
RXISTING, LAVATORY & TOILET | KITCHEN '
AND REINSTALLED AFTER BUILD c - |
PORCELAIN TILE FLOOR. REUSED T I . ) .
al SAME EXISTING WATER & SEWER Fine Line Engineers Inc.
, : EXISTING 4”@ SEWER LINE .'|. = —
II?\IECBLLEJ”E_)PN (ISA\TNEV'?/\MSEH E%EQTLQA“N . M = — ™~ Electrical, Mechanical, Plumbing
AND NEW WATER VALVES. = — >< — \ Fire Protection, Construction Administration
_____ i | — — 2089 W. 76th Street, Hialeah, FL 33016
| | — — Voice: 786.953-4901 - Fax: 786.953-4907
L |_ —| | - —] E-mail: cadinfo@flengineers.com
EXISTING 1/2”¢ HOT & EXISTING LAUNDRY < 7 ‘ 7
3/4"s COLD WATER HOT&COLD REMOVED AND REPLACED
LINES UNDER CEILING. RISERS. EXISTING PLUMBING FIXTURES

CONDO/UNIT 2201 PLUMBING PLAN

SCALE: 1/4"= 1'-0"

AND REINSTALLED AFTER
BUILD A MARBLE TILE FLOOR.
REPLACED LAUNDRY KEY BOX
AND USED THE SAME EXISTING
WATER & SEWER PIPES.

GEORGE FREIJO, P.E.

REGISTERED ENGINEER NO. 32578
STATE OF FLORIDA CA# 29796

OALL RIGHTS RESERVED
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